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TECHNICAL SPECIFICATIONS SUMMARY

Full or Half Duplex; Auto Answer/Auto Dial
OPERATION Voice/Data Switchable

Serial, Binary, 7 or 8 Data Bits with odd, even, mark, space or
DATA FORMAT no parity, 1 or 2 stop bits _

SOFTWARE COMPATIBILITY | Hayes® Command Set Compatible

DIALING Tone (Touchtone) or Pulse (Rotary) compatible
INTERFACE IBM PCIXT/AT/386 PS/2 model 25 and 30, or compatible
AUDIO OUTPUT External Speaker Control + or —

LINE INTERFACE 2 (R J44C) Line and Phone Connectors
CONFIGURATION External Com 1-4 Seleciable

SIZE 5%" Half Card Slot

The Quikkomm Modem is a leader in the communication field and has
features and performance at a price that other modems wish for.

] Compatible with PS/2 model 30, [_] Orders placed prior to 2:00 p.m.
25, IBM, IBM XT, AT and most (CST) shipped same day.*?
compatibles

(] Production quality controlled. L3:48 hous anaranaOmRne:

[_] One year limited warranty on [_] Highly trained technical
defects. support staff.

*2Available stock applies

FOR FURTHER INFORMATION, PLEASE CONTACT:

EXCELLENCE IN PERIPHERALS
13440 FLOYD ROAD, STE. 7
DALLAS, TEXAS 75243

PHONE: (214) 699-8300 - 800-888-DISK
FAX (214) 699-8404
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