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Introducing the	 well 8:
A compact, competitively priced lapsize portable
The Bondwell 8 is one of the most
complete IBM-compatible computer
systems in a lapsize package. It is small
and light enough to pack into an ordinary
briefcase, yet powerful enough to run all
popular IBM® programs. Features include:

• True portability, approx. 4.5Kg (10 lbs)
• IBM® PC compatibility
• Low-power CMOS components
• 512KB system RAM
• High-contrast backlit LCD
• 640 x 200 pixel graphics display( IBM®

compatible)

• 76-key full-stroke low-profile keyboard
• Real time clock with battery backup
• Built-in 300 baud modem*
• Standard RS232C serial port
• Centronics parallel printer port
• Second disk drive (3.5" or 5.25") port
• IBM® compatible RGB and B&W

composite video ports
• Rechargeable battery powered
• External AC to DC power adapter
• MSDOSTM 2.11 system and

GW-BASICTM 2.0 software included

• US VERSION ONLY

Bondwell International Ltd. (International Sales Office)504- 505, South Tower, World Finance Centre, Harbour City, Hong Kong. Telex: 51439 BITL HX Tel: 3-7236399 Telefax: 3-7241252
nrin1wp11 Incinctrial en Inc. 	 Offit-P1 1101) SPIcinn Court. Fremont. Calif. 94539. U.S.A. Tel: (415) 490-4300-2 Tlx: 650-241-4841 Telefax: (415) 490-5897
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112E1 • Double sided, double density 
• 360K formatted capacity 
• 40 tracks per side 
• 25-way D-type connector 
• Power adapter included 

MID 

113 • Double sided, double density 
• 720K formatted capacity 
• 80 tracks per side 
• 25-way 0-type connector 

108 • Black, PU leather exterior 
• Foam-padded interior 
• Shoulder strap and carrying handle 
• 390mm(L) x 110mm(W) x 320mm(H) 

305 Parallel Printer Cable 

• Centronics standard 
• 9-way D-type connector 
• 36-way Centronics connector 

306 RS232C Serial Communication Cable (DIE to DCE) 

• 9-way 0-type connector 
• 25-way D-type connector 

307 RS232C Serial Communication Cable (DTE to DTE) 
• 9-way 0-type connector 
• 25-way 0-type connector 

Bondwell 
Contact your local Bondwell dealer for further information on these and other Bondwell products. 
Due to the regulatory and linguistic differences among the countries where liondwell products are sold. 
the product available in your country may differ slightly from the above description_ 	 t 1966 BONUWFIL INTERNATIONAL UNITED PRINTED IN 110140 KONG INNIRAE A NONG 1040 CNN, 
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